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Multimedia LCD Displays
Price

$1,299 

$699 

$599 

$809 

$1,120 

$1,792 

$649 

$1,000 

$650 

$779 

$888 

$1,299 

$728 

$1,295 

$829 

$1,862 

$875 

$835 

Basic description

20-inch LCD with 1,680-by-1,050-dpi native

resolution

19-inch LCD with 1,280-by-1,024-dpi native

resolution

19-inch LCD with 1,280-by-1,024-dpi native

resolution

20.1-inch LCD with 1,600-by-1,200-dpi maxi-

mum resolution

19-inch LCD  with 1,280-by-1,024-dpi native

resolution

21.3-inch LCD with 1,600-by-1,200-dpi

native resolution

19-inch LCD with 1,280-by-1,024-dpi native

resolution

20-inch LCD with 1,600-by-1,200-dpi native

resolution

19-inch LCD monitor/TV with 1,280-by-

1,024-dpi resolution

19-inch LCD with 1,280-by-1,024-dpi native

resolution

20.1-inch LCD with 1,600-by-1,200-dpi maxi-

mum resolution

20.1-inch LCD with 1,600-by-1,200-dpi maxi-

mum resolution

19-inch LCD with 1,280-by-1,024-dpi native

resolution

20-inch LCD with 1,280-by-1,024-dpi native

resolution

19-inch LCD with 1,280-by-1,024-dpi native

resolution

19-inch LCD with 1,280-by-1,024-dpi native

resolution

20.1-inch LCD with 1,600-by-1,200-dpi native

resolution

19-inch LCD with 1,280-by-1,024-dpi native

resolution

Performance features

400:1 contrast ratio, 250 cd/m2 brightness, 16-

ms response time, 0.258-mm pixel pitch

700:1 contrast ratio, 250 cd/m2 brightness, 25-

ms response time, 0.294-mm pixel pitch

500:1 contrast ratio, 250 cd/m2 brightness, 25-

ms response time, 0.294-mm pixel pitch

400:1 contrast ratio, 250 cd/m2 brightness, 25-

ms response time, 0.255 pixel pitch

700:1 contrast ratio, 300 cd/m2 brightness, 15-

ms response time (pixel pitch not listed)

400:1 contrast ratio, 250 cd/m2 brightness, 50-

ms response time, 0.270-mm pixel pitch

600:1 contrast ratio, 250 cd/m2 brightness, 25-

ms response time, 0.294-mm pixel pitch

400:1 contrast ratio, 250 cd/m2 brightness, 16-

ms response time, 0.255-mm pixel pitch

500:1 contrast ratio, 250 cd/m2 brightness, 20-

ms response time, 0.294-mm pixel pitch

500:1 contrast ratio, 250 cd/m2 brightness,

(response time not listed), 0.294-mm pixel pitch

400:1 contrast ratio, 250 cd/m2 brightness, 16-

ms response time, 0.255-mm pixel pitch

400:1 contrast ratio, 250 cd/m2 brightness, 16-

ms response time, 0.255-mm pixel pitch

600:1 contrast ratio, 250 cd/m2 brightness, 25-

ms response time, 0.294-mm pixel pitch

16-ms response time (other specs n/a)

700:1 contrast ratio, 260 cd/m2 brightness, 25-

ms response time, 0.294-mm pixel pitch

500:1 contrast ratio, 400 cd/m2 brightness, 12-

ms response time, 0.294-mm pixel pitch

600:1 contrast ratio, 250 cd/m2 brightness, 25-

ms response time, 0.294-mm pixel pitch

600:1 contrast ratio, 250 cd/m2 brightness, 25-

ms response time, 0.294-mm pixel pitch

Video input

Analog, 

digital 

Analog, 

digital 

Analog, 

digital 

Analog, 

digital 

Analog, 

digital 

Analog, 

digital 

Analog,

digital 

Analog, 

digital 

Analog, 

digital 

Analog, 

digital 

Analog, 

digital 

Analog, 

digital 

Analog, 

digital 

Analog, 

digital 

Analog, 

digital 

Analog, 

digital 

Analog, 

digital 

Analog, 

digital

Dimensions and weight

16.1 by 18.5 by 6.8 inches; 14.5

pounds

170.2 by 16.3 by 7.6 inches;

23.4 pounds

16.5 by 17.37 by 7.0 inches;

13.5 pounds

18.5 by 17.6 by 9.67 inches;

18.72 pounds

140.2 by 17.1 by 2.16 inches; 21

pounds

18.6 by 14.7 by 2.7 inches; 15.4

pounds

170.2 by 17.4 by 40.21 inches;

170.2 pounds

170.2 by 19.8 by 8.8 inches;

23.9 pounds

15.8 by 16.6 by 8.5 inches;

170.2 pounds

18.4 by 17.4 by 9.3 inches; 16.1

pounds

18.3 by 14.1 by 3.1 inches;

240.2 pounds with base

17.6 by 17.6 by 8.65 inches;

20.5 pounds

16.4 by 13.9 by 3 inches; 170.2

pounds

19.4 by 16.6 by 2.8 inches; 13.7

pounds

17 by 170.2 by 7.8 inches, 13

pounds

21 by 13.9 by 4.4 inches; 30.9

pounds

19 by 19.8 by 8.3 inches; 18.5

pounds

—

Extras

Two FireWire ports, two USB

2.0 ports, Vesa mount

adapter

Kensington lock support,

Vesa wall mount support

Built-in speakers, Vesa wall

mount support

5 USB G12ports

Touchscreen

TCO '03 safety compliance,

one USB port, 5-year war-

ranty

Vesa compatible, built-in

speakers

Built-in carrying handle

Vesa mount, external 

Harman Kardon speakers

G18

ThinkVantage ergonomic

design

Vesa/Energy Star-compati-

ble, bundled speakers

3 USB ports

No Touch Auto Adjust,

XtraView wide-angle viewing

HammerDrive Sound 

System, Aspect Ratio 

switching

External TV tuner, S-Video,

HDTV-ready, PIP function,

MagicBright

Vesa wall and arm mount 

or stand

HDTV-ready

Vesa wall mount

Vendor

Apple Computer Inc.
Cupertino, Calif.

408-996-1010

www.apple.com

Benq America Corp.
City of Industry, Calif.

909-569-0700

www.benq.com

Cornea Systems Inc.
San Jose, Calif.

408-944-9180

www.cornea.com

Dell Inc.
Round Rock, Texas

800-999-3355

www.dell.com

Elo TouchSystems Inc.
Menlo Park, Calif.

650-361-4700

www.elotouch.com

Eizo Nanao Corp.
Cypress, Calif.

562-431-5011

www.eizo.com

Envision Peripherals Inc.
Fremont, Calif.

888-838-6388

www.envisiondisplay.com

Gateway Inc.
San Diego

888-812-6827

www.gateway.com

Hewlett-Packard Co.
Palo Alto, Calif.

650-857-1501

www.hp.com

IBM Corp.
Armonk, N.Y.

888-839-9289

www.ibm.com

iiyama North America Inc.
Warminster, Pa.

800-394-4335

www.iiyama.com

LaCie Ltd.
Hillsboro, Ore.

503-844-4500

www.lacie.com

NEC-Mitsubishi Electronics 
Display of America Inc.
Itasca, Ill.

630-467-3000

www.necmitsubishi.com

Panasonic Personal Computer Co.
Secaucus, N.J.

800-211-7262

www.panasonic.com

Samsung Electronics USA
Ridgefield Park, N.J.

800-726-7864

www.samsungusa.com

Sony Electronics Co.
Park Ridge, N.J.

877-865-7669

www.sonystyle.com

ViewSonic Corp.
Walnut, Calif.

909-444-8888

www.viewsonic.com

Xerox Corp.
Stamford, Conn.

800-469-1175

www.xerox-displays.com

Product

20-inch Apple

Cinema 

Display

FP992

CT1904

UltraSharp

2001FP

3000 Series

Elo Entuitive

1947L

FlexScan

L985EX

EN9250

Gateway 20-

inch LCD Flat

Panel Display

HP Pavilion

f1903 

IBM ThinkVision

L190P Monitor

ProLite E511S-B

Photon20visionI

I

MultiSync

LCD1960NX-BK

CT-L2000 

Monitor/

Receiver

192MP

SDM-HS95P/B

VX2000

7 Series

XL795D


